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SDD 15D07  Traffic Control, Temporary Exit Ramp Crossover
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Version 4 Standard Detail Drawing 15D7 July 23, 2015 
Traffic Control, Temporary Exit Ramp Crossover 

References: 
Part VI from the Manual on Uniform Traffic Control Devices 
FDM 11-50-20 
FDM 11-10-5 Figure 1 and Figure 7 

Bid items associated with the drawing: 
ITEM NUMBER Description 
633.1100 Delineators Temporary .................................................................................. EACH 
643.0300 Traffic Control Drums ........................................................................................ DAY 
643.0420 Traffic Control Barricades Type III  ................................................................... DAY 
643.0500 Traffic Control Flexible Tubular Marker Posts ............................................... EACH 
643.0600 Traffic Control Flexible Tubular Marker Bases .............................................. EACH 
643.0705 Traffic Control Warning Lights Type A  ............................................................. DAY 
643.0715 Traffic Control Warning Lights Type C  ............................................................. DAY 
643.0900 Traffic Control Signs  ........................................................................................ DAY 
643.0910 Traffic Control Covering Signs Type I ............................................................ EACH 
643.0920 Traffic Control Covering Signs Type II  .......................................................... EACH 
646.1005 Marking Line Paint 4-Inch .................................................................................... LF 
646.9000 Marking Removal Line 4-Inch .............................................................................. LF 
646.9100 Marking Removal Line 8-Inch .............................................................................. LF 
649.0105 Temporary Marking Line Paint 4-Inch .................................................................. LF 
649.0120 Temporary Marking Line Epoxy 4-Inch ................................................................ LF 
649.0150 Temporary Marking Line Removable tape 4-Inch ................................................ LF 
649.0155 Temporary Marking Line Removable Contrast Tape 4-Inch ................................ LF 
649.0205 Temporary Marking Line Paint 8-Inch .................................................................. LF 
649.0220 Temporary Marking Line Epoxy 8-Inch ................................................................ LF 
649.0250 Temporary Marking Line Removable Tape 8-Inch .............................................. LF 
649.0255 Temporary Marking Line Removable Contrast Tape 8-Inch ................................ LF 

Standardized Special Provisions associated with this drawing: 
STSP NUMBER TITLE 
NONE 

Other SDDs associated with this drawing: 
SDD 15A4 Delineator and Delineator Post 
SDD 15C11 Channelizing Devices 

Design Notes: 
Analyze drainage for possible need of temporary pipe. Include the pipe quantity as well as necessary erosion 
control in misc. quantities. Consider geometrics of interchange to avoid obstacles such as piers and inlets. 
Marking Line Epoxy, should be used in place of Temporary Marking Line if temporary ramp crossover is to 
remain in use for more than one season or over the winter. 
Advance guide signs providing information related to the temporary exit should be relocated or duplicated 
adjacent to the temporary roadway. If the signs are duplicated, the temporary signs need to be shown on a 
traffic control overview sheet. If the guide sign is still visible from the temporary roadway, an "Exit Open" sign 
may be added near the temporary roadway. 
The actual cross-section and type of pavement for the crossover needs to be specified elsewhere on the 
plan. Typically, the ramp will need two locations to provide suitable paving gaps. 
At some locations, a stop condition rather than a yield condition may be required. 
Cover existing and permanent signs to prevent conflicts with detours or other traffic operations.  
In lieu of covering signs, the contractor may choose to remove and reinstall them. 

Contact Person: 
Andrew Heidtke (414) 220-6802 

 

https://wisconsindot.gov/rdwy/fdm/fd-11-50.pdf#fd11-50-20
https://wisconsindot.gov/rdwy/fdm/fd-11-10.pdf#fd11-10-5
https://wisconsindot.gov/rdwy/sdd/sd-15a04.pdf#sd15a4
https://wisconsindot.gov/rdwy/sdd/sd-15c11.pdf#sd15c11
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